1712
CERTYEX ..o
Axel Johnson International

Koussi DIN 3090

K it teraskoysill
Rakenne: Taottu

Merkinta: Standardin mukaan
Pintakasittely: Kuumasinkitty
Standardi: EN 13411-1

DIN 3090 on korvattu EN 13411-1:lla

... Read more
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CERTYEX ..o
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Koussi DIN 3090
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Lisatiedot / Varaosat
Tuotekoodi Koyden halkaisija A mm L mm B mm Cmm Paino
mm kg/100 kpl

123100600050 6 15 30 10 7 3
123100800050 8 20 40 13 9 71
123101000050 10 25 50 15 11 17
123101200050 12 30 60 19 13 24
123101400050 14 35 70 22 16 36
123101600050 16 40 80 25 18 50
123101800050 18 45 90 27 20 62
123102000050 20 50 100 30 22 90
123102200050 22 55 110 33 24 100
123102400050 24 60 120 35 26 130
123102600050 26 65 130 45 29 220
123102800050 28 70 140 48 31 240
123103200050 32 80 160 50 35 270
123103600050 36 90 180 55 40 430
123104000050 40 100 200 60 44 570
123104400050 44 110 220 68 48 850
123104800050 48 120 240 72 53 1120
123105200050 52 130 260 80 57 1530
123105600050 56 140 280 83 62 2148
123106000050 60 150 300 90 66 2300
123106800050 68 170 340 100 75 3700
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